
PROFESSIONAL LIGHTING
Available in various powers, equipped with 
efficient LEDs. ProTour Asymmetric the best 
projector for all purposes, also for lighting 
professional sports courts.

LED Floodlight
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LED ANTI
GLARE

 

PROFESSIONAL 
LED SPOTLIGHTS 
WITH WIDE 
RANGE OF 
POWERS. 
MAXIMUM 
EFFICIENCY
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Our Protour Asymmetric LED spotlight 
has great quality and is made with the 
best components.

Aluminum housing and safety glass, 
LUMILEDS chip and MEAN WELL driver 
make up a very high quality product. In 
fact, the built-in asymmetric lens makes 
the ProTour Asymmetric series the best 
all-purpose projector, including 
professional sports court lighting.



CARACTERISTICAS

150*
Lm/W
REAL

22500LM
30000LM
45000LM

150 W
200 W
300 W

®
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DRIVER

CHIP
PHILIPS / LUMILEDS

High performance with efficiency
up to 150lm/W
Service life L80/B10 @25C° 46,101 h.
Electricity: 100-277V
Class I insulation

High protection IP66
High impact resistance IK08
Robust die-cast aluminum
Suitable for working in temperatures
environment between -25°C and 45°C
Integrated static driver

REAL LUM  W - Lm
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MEAN WELL/SOSEN



 

+34 916357859

®Model W V Lum CRI IP Dimensions

LA-PROT-150-MW
LA-PROT-200-MW
LA-PROT-300-MW

150W
200W
300W

100~277V
100~277V
100~277V

22500LM
30000LM
45000LM

>80
>80
>80

IP66
IP66
IP66

L490*W420*H115
L540*W420*H115
L580*W550*H115

OPTICS OPTIONS
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EXTRAS CUSTOM MANUFACTURING

TECHNICAL CHARACTERISTICS
®

®
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Housing: ADC12 die-cast aluminum
Conductivity: 96 W/m K
LED: PHILIPS/LUMILEDS
CCT: 3000-6500K
CRI: Ra>80
SDCM: <6
Power factor: >0.95
THD: <15
Power Supply: 100-277V, 50/60Hz
Driver Efficiency: >90%
Protection: OTP, OCP, OVP, SCP
Surge protection: 4KV 
Waterproof: IP66
Impact test: IK08
Operating temperature: -20~45 oC 
TM21: L70B10>54,000H Flicker Free 
Certified by ENAC 
Asymmetrical
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LIGHTING EVOLUTION

LEADING THE
WALK TO
A FUTURE
BRIGHT
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C/ Geológicas, 62 
28923 Madrid - Spain

WWW.OPTIMALED.EU

PHONE
+34 916 357 859

 


